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ACCESSORIES FOR PNEUMATIC OIL PUMPS 
SERIES STANDARD - TWDE - TAPIR

Art.no. 2203

Wall bracket in galvanized steel, suitable for the installation of pneumatic oil pumps, 
series standard, TWDE and Tapir.

Dimensions: 170 x 140 x 235 mm.
Distances between fi xation holes: 140 x 200 mm.

Art.no. 2204
Suction tube in galvanized steel, ø 40 mm, length 950 mm, with 90° - curved connection 
1” BSP (M), with foot valve and metal bung adapter. Suitable for the use of wall-mounted 
pneumatic oil pumps, series standard, TWDE and Tapir, with 208 l – drums.

Art.no. 2204/14
Suction tube in galvanized steel, ø 40 mm, length 1300 mm, with 90° - curved connection 
1” BSP (M), with foot valve and metal bung adapter. Suitable for the use of wall-mounted 
pneumatic oil pumps, series standard, TWDE and Tapir, with 1000 l – IBC -tanks.

Art.no. 2205
Rubber suction hose SAE 100 R1 AT, ø 1”, connections 1” BSP (F-F), length 1500 mm.

Art.no. 4340
Plastic bung adapter for the fi xation of pumps on drums, connection 2” BSP (M) x 40 mm.

Art.no. 4340/55
Plastic bung adapter for the fi xation of pumps on drums, connection 2” BSP (M) x 55 mm 
for art. nos. 1071, 1072, 2013, 2040, 2043/L, 2047/L.

Art.no. 2212

Steel mounting plate, for the fi xation of pneumatic pumps and accessories on 1000 l – 
IBC – tanks. Prepared for bung adapter for the fi xation of pumps Ø 2”, connection thread 
3/4” BSP (F).

Dimensions: 270 x 270 mm.

Art.no. 2217

Connection adapter for 1000 l – IBC – tanks in PP, 
ø 70 mm, connection 1” BSP (M).

Art.no. 8534

Metal rack for wall mounting of pumps, length 
1350 mm.

Art.no. 4341
Plastic lock ring, 2”, for bung adapter art. no. 4340.
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Art.no. 7150

Combined compressed air treatment kit, composed of pressure regulator with 
manometer, air fi lter with automatic bleeding, air line oil mist lubricator, lockable 
regulating screw, air nipple for hose connection and connection adapter for the 
installation at the compressed air inlet of the pump.

Art.no. 7180

Combined compressed air pressure regulator with manometer and air fi lter with 
automatic bleeding, with lockable regulating screw, air nipple for hose connection and 
connection adapter for the installation at the compressed air inlet of the pump.




